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TYPICAL WALL ELEVATION

 
HEADER SIZES 

 
NAILING SCHEDULE 

 
WIDTH 

 
HEADER 

 
CONNECTION 

 
NAILING 

 
0' TO 4' 

 
*4" X 4" 

 
JOIST TO SILL OR GIRDER,TOENAIL 

 
3  - 8d 

 
4' TO 6' 

 
4" X 6" 

 
SOLE PLATE TO JOIST OR BLOCKING 

 
16d-16" O.C. 

 
6' TO 8' 

 
4" X 8" 

 
TOP PLATE TO STUD, END NAIL 

 
2 - 16d  

 
8' TO 10' 

 
4" X 10" 

 
STUD TO SOLE PLATE, END NAIL 

 
2 - 16d 

 
10' TO 12' 

 
4" X 12" 

 
DOUBLE STUDS, FACE NAIL 

 
16d- 24" O.C. 

 
DOUBLE TOP PLATES, FACE NAIL 

 
16d- 16" O.C. 

 
DOUBLE TOP PLATE, LAP SPLICE 

 
8 - 16d 

 
1" LET-IN BRACE TO EACH STUD/PLATE 

 
2 - 8d 

 
* All openings 4 feet wide or less 
in bearing walls may be 
provided with headers consisting 
of two pieces of 2-inch framing 
lumber placed on edge and 
securely fastened together. 
 

 
CONTINUOUS HEADER TO STUD, TOENAIL 

 
4 - 8d 
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